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VERLEGE- UND WICKELMASCHINEN
FÜR TROPFROHRE

NETAFIM™ Verlegemaschinen ermöglichen ein schnelles und komfortables Auslegen und Einholen von Tropfrohren 

auf dem Feld. Der Einsatz dieser schlagkräftigen Maschinen spart dem Anwender Zeit und erhöht dadurch die Effizienz 

des Tropfsystems. 

ABB. 2 ABB. 3

ARTIKELNUMMER BEZEICHNUNG VPE

77200-001125 Trommelmaschine COBRA Verlegeeinheit

für 2.00 m Stahltrommel 

siehe Abb. 3, oben

1

77200-001200 Trommelmaschine COBRA Aufwickeleinheit

für 2.00 m Stahltrommel 

siehe Abb. 3, oben                       

1

 Verlegeeinheit für dünnwandiges Tropfrohr im Damm, 6-reihig 

mit CE-Zulassung 

siehe Abb. 1, links (Seite 70)

1

 Hebe- und Wickelmaschine, 3-reihig

mit CE-Zulassung

siehe Abb. 2, oben

1

77200-001540 Aufwickelmaschine für DripNet PC™ auf Kunststofftrommel

mit automatischer Schlauchführung und Reinigungswalze

mit CE-Zulassung

1

80600-002600 Kunststofftrommel 

für dünnwandige Tropfrohre

9er Pack

1

Weitere Maschinen und Zubehör auf Anfrage.
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MONTAGE WERKZEUGE 
MONTAGEZANGEN, LOCHEISEN UND SCHLÜSSEL

ARTIKELNUMMER BEZEICHNUNG VPE

45000-001000 Locheisen 3 mm, Metall 1

45000-001600

45000-001615

Lochzange 3 mm für 16/20 mm, Kunststoff, blau-weiss

Lochzange 3 mm für 25/32 mm, Kunststoff, schwarz-grün

1

1

45000-001540

45000-001590

45000-001560

45000-001570

Lochzange 14 mm für Twist Lock Startverbinder, schwarz-orange

Lochzange 16 mm für FlexNet™ HP Startverbinder, schwarz-grün

Lochzange 17 mm für LayFlat Startverbinder, grau-orange

Lochzange 20 mm für FlexNet™ Startverbinder, grau-grün

1

1

1

1

45000-001380 Montagezange für Juniortropfer in 16/20 mm PE-Rohr ohne vorlochen 1

45000-002280 Montagezange für Tropfer oder Verbinder in Microschlauch 3/5 oder 4/7 1

45000-001370 Multifunktionszange 1

45000-003280 T-Sechskantschlüssel für FlexNet™ Startverbinder 1

45000-003290 T-Sechskantschlüssel für FlexNet™ HP Startverbinder 1

45000-001670 Hakenschlüssel für FlexNet™ Startverbinder 1

45000-002160 Hakenschlüssel für FlexNet™ HP Startverbinder 1
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VALVE BOX RACK 
FOR “EZOPEN”PAT

AVAILABLE VERSIONS

• Customizable in many different confi gurations 
• Easy installation on walls of technical rooms
• its special design helps to keep orderly and clean the valve box to 
simplify  the maintenance of the installation
• The manifold hooks allow an easy installation of the valve box
• Compatible with standard rectangular valve box (PZRM113)
Rain SpA presents the new patented VALVE BOX RACK.
Compatible with Rain’s standard rectangular valve box (mod. 
PZRM113), it has been studied to do the fastest and cleanest 
installation of solenoid valves, manifold and fi ttings inside the valve 
box.
The installation of the valve system will be customizable in many 
different confi gurations, in fact the manifold hooks can be freely 
placed on the rack to meet all the needs of any specifi c installation.
It will keep the valve system raised from the soil, ensuring over the 
time a good level of cleanliness, which will further easy maintenance 
or replacement of the components in the future.
The VALVE BOX RACK  can be also installed in vertical position, to 
permid also an easy installation on walls of technical rooms.

Code Models

125.8000500 VALVE BOX RACK FOR “EZOPEN” + 4 HANGER

210.9901113 HANGER FOR RACK

164.4151130 KIT WITH BOX RACK AND 4 ELECTRIC VALVES 150 1” MxUN 
9 VDC

164.1561130 KIT WITH BOX RACK AND 4 ELECTRIC VALVES 150 1” MxUN 
9 VDC

100.4151130 KIT WITH BOX RACK AND 4 ELECTRIC VALVES 150 1” MxUN 
24 VAC

100.1561130 KIT WITH BOX RACK AND 4 ELECTRIC VALVES 155 1” MxUN 
24 VAC

100.4151130 - 24 VAC 100.1561130 - 24 VAC

KIT PACKAGING

125.8000500

210.9901113

VENTILKÄSTEN 
VERDECKTE UNTERBRINGUNG VON VENTILEN UND FILTERN IM BODEN

ARTIKELNUMMER BEZEICHNUNG VPE

76860-006500

76860-006600

Ventilkasten rund PZC 15, Ø 24 cm, 23 cm Höhe 

Ventilkasten rund PZC 25, Ø 34 cm, 26 cm Höhe

1

1

76860-006700

76860-006800

Ventilkasten rechteckig PZR 113, 52x40x33 cm (LxBxH)

Ventilkasten rechteckig PZR 115, 67x49x33 cm (LxBxH)

1

1

76220-010500 Ventilbox rund mit ¾" AG Kugelhahn, Ø 21cm, 13 cm Höhe 1

S9650-000D

S9650-000E

Wassersteckdose ¾"

Wassersteckdose 1"

50

50

S9655-000D Kupplung für Wassersteckdose 100

125-8000500

125-8000600

Basisplatte für Ventilbox PZR 113 mit 4 Befestigungsclips 

zum individuellen Ausbau

Basisplatte für Ventilbox PZR 115 mit 6 Befestigungsclips 

zum individuellen Ausbau

1

1

210-9901113 Befestigungsclip für Basisplatte passend für 1" Ventile 1
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VALVE BOX RACK 
FOR “EZOPEN”PAT

AVAILABLE VERSIONS

• Customizable in many different confi gurations 
• Easy installation on walls of technical rooms
• its special design helps to keep orderly and clean the valve box to 
simplify  the maintenance of the installation
• The manifold hooks allow an easy installation of the valve box
• Compatible with standard rectangular valve box (PZRM113)
Rain SpA presents the new patented VALVE BOX RACK.
Compatible with Rain’s standard rectangular valve box (mod. 
PZRM113), it has been studied to do the fastest and cleanest 
installation of solenoid valves, manifold and fi ttings inside the valve 
box.
The installation of the valve system will be customizable in many 
different confi gurations, in fact the manifold hooks can be freely 
placed on the rack to meet all the needs of any specifi c installation.
It will keep the valve system raised from the soil, ensuring over the 
time a good level of cleanliness, which will further easy maintenance 
or replacement of the components in the future.
The VALVE BOX RACK  can be also installed in vertical position, to 
permid also an easy installation on walls of technical rooms.

Code Models

125.8000500 VALVE BOX RACK FOR “EZOPEN” + 4 HANGER

210.9901113 HANGER FOR RACK

164.4151130 KIT WITH BOX RACK AND 4 ELECTRIC VALVES 150 1” MxUN 
9 VDC

164.1561130 KIT WITH BOX RACK AND 4 ELECTRIC VALVES 150 1” MxUN 
9 VDC

100.4151130 KIT WITH BOX RACK AND 4 ELECTRIC VALVES 150 1” MxUN 
24 VAC

100.1561130 KIT WITH BOX RACK AND 4 ELECTRIC VALVES 155 1” MxUN 
24 VAC

100.4151130 - 24 VAC 100.1561130 - 24 VAC

KIT PACKAGING

125.8000500

210.9901113
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SUGGESTED COMPOSITION #1

• Ball valve for inlet 1”
• 4 x RN 150 electric valves for output
• Final cap for drain

SUGGESTED COMPOSITION #2

• Ball valve for inlet 1”
• 4 x RN 155 electric valves for output
• Final cap for drain

SUGGESTED COMPOSITION #3

• Ball valve for inlet 1”
• 3 x RN 150 electric valves for output
• Final cap for drain

SUGGESTED COMPOSITION #4

• Ball valve for inlet 1”
• 3 x RN 155 electric valves for output
• Final cap for drain

Code Models Q.ty

143.1000915 PP BALL VALVE 1” M x UN 1

100.4400915 RN 150 1”M X UN W/FC 24VAC 4

145.7100000 ELBOW FxFxM 1” 1

145.8100000 CROSS FxFxFxM 1” 1

145.2000000 MANIFOLD SYSTEM 2 PORTS 1”: Swivel x M x Swivel (2) 1

145.1000000 CAP 1” F 1

125.8000500 VALVE BOX RACK FOR “EZOPEN” + 4 HANGER 1

Code Models Q.ty

143.1000915 PP BALL VALVE 1” M x UN 1

100.1560915 RN 155 1”M X UN W/FC 24VAC 4

145.7100000 ELBOW FxFxM 1” 1

145.8100000 CROSS FxFxFxM 1” 1

145.2000000 MANIFOLD SYSTEM 2 PORTS 1”: Swivel x M x Swivel (2) 1

145.1000000 CAP 1” F 1

125.8000500 VALVE BOX RACK FOR “EZOPEN” + 4 HANGER 1

Code Models Q.ty

143.1000915 PP BALL VALVE 1” M x UN 1

100.4400915 RN 150 1”M X UN W/FC 24VAC 3

145.3000000 MANIFOLD SYSTEM 3 PORTS 1”: Swivel x M x Swivel (3) 1

145.1000000 CAP 1” F 1

125.8000500 VALVE BOX RACK FOR “EZOPEN” + 4 HANGER 1

Code Models Q.ty

143.1000915 PP BALL VALVE 1” M x UN 1

100.1560915 RN 155 1”M X UN W/FC 24VAC 3

145.3000000 MANIFOLD SYSTEM 3 PORTS 1”: Swivel x M x Swivel (3) 1

145.1000000 CAP 1” F 1

125.8000500 VALVE BOX RACK FOR “EZOPEN” + 4 HANGER 1
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SUGGESTED COMPOSITION #5

• Ball valve for inlet 1”
• 6 x RN 150 electric valves for output
• Final cap for drain

SUGGESTED COMPOSITION #6

• RN 155 for inlet (master valve)
• 6 x RN 150 electric valves for output
• Final cap for drain

SUGGESTED COMPOSITION #7

• Female threaded inlet 1”
• 8 x RN 150 electric valves for output
• Final cap for drain

SUGGESTED COMPOSITION #8

• Female threaded inlet 1”
• 4 x ball valves for manual exclusion
• 4 x RN 155 electric valves for output 
• Final cap for drain

Code Models Q.ty

143.1000915 PP BALL VALVE 1” M x UN 1

100.4400911 RN 150 1” W/FC 24VAC 6

145.8100000 CROSS FxFxFxM 1” 3

125.8000500 VALVE BOX RACK FOR “EZOPEN” + 4 HANGER 1

Code Models Q.ty

143.1000915 RN 155 1”M X UN W/FC 24VAC 1

100.4400911 RN 150 1”M W/FC 24VAC 6

145.8100000 CROSS FxFxFxM 1” 3

125.8000500 VALVE BOX RACK FOR “EZOPEN” + 4 HANGER 1

Code Models Q.ty

100.4400911 RN 150 1”M W/FC 24VAC 8

145.8100000 CROSS FxFxFxM 1” 4

145.1000000 CAP 1” F 1

125.8000500 VALVE BOX RACK FOR “EZOPEN” + 4 HANGER 1

Code Models Q.ty

143.1000915 PP BALL VALVE 1” M x UN 4

100.1560915 RN 155 1”M X UN W/FC 24VAC 4

145.4000000 MANIFOLD SYSTEM 4 PORTS 1”: Swivel x M x Swivel (4) 1

145.1000000 CAP 1” F 1

125.8000500 VALVE BOX RACK FOR “EZOPEN” + 4 HANGER 1

Auf Anfrage liefern wir auch vorkonfigurierte Einsätze für die Ventilboxen PZR.

MAGNETVENTIL 
PASSEND FÜR BASISPLATTE, MONTAGE MITTELS BEFESTIGUNGSCLIP

ARTIKELNUMMER BEZEICHNUNG VPE

100-4400915 Magnetventil 1" AG x IG Überwurf 24V AC für Basisplatte 1

164-4400915 Magnetventil 1" AG x IG Überwurf 9V DC Puls für Basisplatte 1



Wir bieten auf verschiedene Produktgruppen erweiterte Herstellergarantien die über die Gesetzliche Gewährleistung 

hinaus gehen. Bei Tropfrohren beziehen sich die angegebenen Garantiezeiten nur auf das Tropfelement. Bei unsach-

gemäßer Handhabung beim Verlegen oder Aufwickeln erlischt der Garantieanspruch. Die erweiterte Garantie obliegt 

dabei besonderen Garantiebedingungen. Sie sind nur gültig, wenn sämtliche verwendeten Systemkomponenten von 

der NETAFIM™ Deutschland GmbH stammen. Bei Verwendung von Produkten von Drittherstellern kann kein Garan-

tieanspruch geltend gemacht werden.

QUALITÄTSVERSPRECHEN 
VON NETAFIM™



NETAFIM™ CAMPUS 
FACHSEMINARE UND MITARBEITERSCHULUNGEN

Jedes Jahr bieten wir unseren Partnern sowie auch Endkunden verschiedene Fachseminare und Mitarbeiterschulungen 

an. Dabei schreiben wir Kundenservice sehr wichtig und führen diese Seminare nicht nur in unserer Niederlassung in 

Frankfurt durch, sondern auch als Road Show an mehreren Standorten in Deutschland.

Falls Sie Fragen zu unserem Service haben wenden Sie sich bitte an Ihren NETAFIM™ Partner.



NETAFIM DEUTSCHLAND GMBH 
IM FUCHSLOCH 7 · 60437 FRANKFURT AM MAIN
TEL. 0 61 01- 50 51- 0 · FAX 0 61 01- 50 51 10 · INFO@NETAFIM.DE

WWW.NETAFIM.DE

IHR NETAFIM-PARTNER:


